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AZ Series Family of Motion Control with EtherCAT

Easily control the AZ Series by directly connecting to the EtherCAT master device using a single 
EtherCAT communications cable. This allows for quick and simple wiring. 

Motor Control
from
the Network

Simple
Wiring

· Run operating data
· Set various parameters
· Check alarm details

· Wiring to the master device is
consolidated into a single EtherCAT

  communication cable
· Reduce wiring errors and labor time

AZ Series

Compatible Driver

Host
Controller

*Photo shows AC input driver.

AZ Series Motors and Linear & Rotary Actuators
*The Products shown below are representative examples.

AZ Series
Electric Linear Slides
EAS Series
Equipped with AZ Series

Electric Cylinders
EAC Series
Equipped with AZ Series

Hollow Rotary Actuators
DGII Series
Equipped with AZ Series

Rack and Pinion Systems
L Series
Equipped with AZ Series

Compact Electric Cylinders
DR Series

Electric Gripper
EH Series

Compact Electric Cylinders
DRS2 Series

AC Input / DC Input

AC Input Only DC Input Only

AZ Series AC Input drivers now include EtherCAT 
communications compatible with CiA 402 drive profile.
For use with all Oriental Motor Series AZ motors and linear & 
rotary actuators equipped with the AZ Series.

EtherCAT Drive Profile
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1,500 Products Next Day Shipping Over 10,000 Products Shipped within 7~9 Business Days

System Configuration
AC Input

DC Input

AC Power Supply
(Main Power Supply)

MEXE02
Support Software

24 VDC
Power Supply
(for Control)

For Electromagnetic Brake

For Encoder

For Motor

Connection Cable Sets

*The MEXE02 support software can be
     downloaded from Oriental Motor website.

Driver
Cable for DC Power SupplyPurchase is required

Purchase as necessary

Motor

 To be supplied by customer.

Cables for I/O Signals
When controlling with I/O

MEXE02
Support Software

*TheMEXE02 support software can be
     downloaded from Oriental Motor website.

Cables for I/O Signals
When controlling with I/O

Motor
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Power Supply Input Product Name List Price

Single-Phase 100-120 VAC AZD-AED

Single-Phase/Three-Phase 

200-240 VAC
AZD-CED

Power Supply Input Product Name List Price

24/48 VDC AZD-KED
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Slits

Ø4.5 (0.177) Thru

Protective Earth Terminal 2× M4

Connection Cable Sets

Driver

Cable for DC Power Supply

Cable for DC Power Supply

24 VDC
Power Supply
(for Control)

DC Power Supply
(Main Power Supply)

Purchase is required
Purchase as necessary

For Electromagnetic Brake

For Encoder

For Motor

$656.00

$656.00

$506.00


